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ta The oresmrvasa: > Ghe Yok (VR-L07A engine) aireralt was as
fovicows .  The Tep was drainling the G octane gasoline from the tanks and bLhe
ensine wind r\,n,u-t,ng PLowith YU ooctarg o fhe oxl, 1f used two hours . was drained
Presi The encins was Lhes 1600 R.P.7M. for Tive minntes.
is "x,ppc,_l aadoin nrdes tine tension eon ils springs,
i ascond derree Piew ooc vl ods draaned, battery removed
Arrcrult 1 eleuned v b carefully insoreched for
nuave toobe correcued crier to storage.  All unpainted narts of the
Indang the engine. ar «d wath a thin layer of rust preventive
Soviet type, Lrown . umx—ﬂd rons aad of high vis cof'ity)o
; G0E penmoaymi ved with (T,
Ldvd vas Jo The sparic are
: and the times. The cylinders, whose
piston d again with 150 gruws of warn oil,
The exha cwna oil (0, 40%C, 100 grams per each
oil frow seeping out, Daring winter,
wireralT 2 Londingg wheels, nith tires, are put on
ards.  All .o Lres, ure covered with talcum
4 srevent e cockpit ure covered with o
terpaulin and i d baapering is secured with a
lead LoLy the The aowab arfaces are secured with wcoden Llocks,
Bvery da * R 33 times. svery twe weeks the aireraft is
ncved hll’ Htl r to chenge Pos tires. bvery thirty days the excess
o1l was iunncJ from the cylinders ‘ny rorat m,) the propeller; cooling liguid wac
addad wel Lhe wnsine  waih the blower in U desree positicn was run for five
minutes at 1600 R P oa.  bvery ninety days the aireralt 15 test flowm Ior thirty
minutes,  UThe reglments engineering orfa parsonally has to incpeet and release
the alirerult Tor this flight.  Upeon the psilot s report that the aircraft is in
good condition, thie reservation precsdure is repeated. In event the aircraft is
act in pesflect conditeon. 1t cannot he returned to storage status until
tre defects have correcueda
2o The preservatisn nrocedure for the Yol -1l (ASU-21 radidd . 7 cyls. eanpine) airceuft
is the samao as for the Yak-0 with the sxcention Thul the enrine is run for “ive
minutes at 1200 2P iastead of 1600 Ii,,P,‘I. This aireraflt uses 87 octane FAD
line, i is repluced with 72 octune fasuliae while in storage status. The
complete preservation procedurs on the Yal=u reralt is agtially completed by two
men in ¢l on Yalr alreruft by two men in six hours, The Yalk-9 can b,
returned status by bwe men on sk Lhours, the Yok-ll in four hourse
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SECRET SEGEE?

The following types of' saugoline octune ratings were used by the lungarien Air
Force ulrcrafte.

QCTAIIE RATING ENCGINE AIRCRAFT
95 VK-107A YAK~-9
AM=~42 1L~10
LI-2 (DS-3)
37 ASH-21 YAK-11
Argus ARADO-96
Walther iinor SLIN
72 1=-11D UT=-2

The 95 octane gasoline was of dark-red color and had a faint garlic-like odor.
The 37 cctane jascliue vas bobh of Iight=-Llae und iighl=red color, also with u
faint garlic-like odor. The 72 octane gasoline was not colored and had ordinary
gasoline odor. Lead tetraethyl is added to ordinary gasoline in ovder to
increase the octane rating.

I do not know how luny rasoline can be stored without deteriorauting, howcver,
every ninety days, samples ol gasoline were tuken to laboratories in Sudapest
for testing. All fuel used by ilunsarian Lir Force was of Jdoviet origin., I
have no infcemmation on jot fucls.

The following Soviet types of oil werc used in the tungarian air Force: MK for
swuner use, wihich lost its viscosity vhen heated to T. 120°C; MS for sumner use,
which lost its viscosity vhen heated to T.950 ~ 1000C, ZS was used for winler.
fhe type of creass used was KV (Sovict produced) of light brown color.

A transparent "iydraulic oil" was used on the Arado-96 landing pear retracting
system. The fluid used in the shock absorber units was a mixture of glycerin
(7055) ...d alcohol (30/%), lo anti=izer installations were available on ilungarian
air Force zircraft, The engine coolant fluid used on the Yak-9 nnd IL-1n airaraft
@i oanosed ol wubter in which some kind ol vielet colored powder called "Krowpik"
was dissolved. Proportions were 5 ;rams powder to 72 liters water,
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